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■	 Can be installed in new buildings or inside exciting rooms

■	 Consists of individual panels which can easily be  
assembled

■	 Welded together to make a compact vault room  
on construction site

■	 Can be installed on any floor (reference min. required  
floor load capacity)

■	 Can be disassembled and transferred to another location

■	 Slim panel construction enables maximum interior space

MODULAR CONSTRUCTION



■	 Type of junction:  V-junction

■	 WIDTH  
Standard: 	 550mm   
Min.: 	 	 400 mm   
Max.:	 	 1,100 mm 
 
Width depending on dimensions of vault and weight 
per panel in regards to handling capacity

PANEL INFORMATION

Model Grade
Wall thick. /  
weight approx.

Max. height of wall 
panels (mm)

mm kg/m2 STANDARD

PVR 6 VI 70 229 2900

PVR 9 IX 125 376 2900

PVR 9 CD IX CD 125 390 2900



INSTALLATION OPTIONS 



INSTALLATION PHOTOS



■	 HVAC system

■	 Cable lines

■	 Preparation for installation of  

certified alarm system

■	 Vault door

OPTIONAL ELEMENTS



■	 Ventilation system requirements determined based on 

vault room size and use of vault

■	 Ventilation openings: 50 mm diameter 

Minimum 1x “panel down” for air inflow and 1x “panel up” 

for air outflow integrated into wall

■	 Approx. 1 ventilation unit / 30m2 floor surface

■	 Ventilation unit measurements: 250 x 60 mm (W x H)  

max. 150cm2

AC / VENTILATION 



■	 Openings are primarily intended for simple cable  

assembly

■	 Inner diameter 20mm, inner section 20 cm2

■	 Each panel has 2 openings (up / down)

CABLE LINES



direct integration between panels

■	 Same or higher security level than vault room

■	 Frame adaptable to the thickness of walls

■	 Standard: right-hand-swing, optional: left-hand-swing

■	 Smooth door opening (180°) assured by massive hinges

■	 High security electronic lock – redundant

■	 Preparation for installation of certified alarm system

DOOR INTEGRATION



■	 Authorization for vault room and door installation contractor 

■	 Product measurement and inspection plan record

■	 Installation inspection record

INSTALLATION
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